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EDGE OF PAVEMENT WITH A.C. DIKE

NOTES

1. ASPHALT CONCRETE BERMS SHALL BE CONSTRUCTED UTILIZING A BERM
EXTRUDING MACHINE.

2 COMPACT SUBGRADE TO 95% MAXIMUM DENSITY 10 A DEPIH OF 0.75.

3 CLASS 2 ACGREGATE BASE COMPACTED TO 95% MAXIMUM DENSITY 7" BEYOND
THE EDGE OF PAVEMENT WHEN A. C. DIKE IS NOT PLACED.

4 THE ASPHALT PAVING SHALL BE EXTENDED 1’ BEYOND THE EDGE OF PAVEMENT
WHEN A. C. DIKES ARE PLACED.

IsSSUED: 11-24-2003

CITY OF SOLVANG - STANDARD DETAILS
REVISED: 6-19-2008
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CONCRETE 0.0563 C.Y./LF.
1.5208 C.F/LF. CONCRETE  Q.0471 C.Y./LE
1 CY= 17275 L.f. OF CURE 12708 CF/LFE

1 CY= 2124 LF. OF CURE

747

NOTES: S
(7) cowcrere 10 € cLass @/
@ 0.35 FT MIN. CLASS 2 AGG. BASE COMPACTED
TO NOT LESS THAN 95% MAXIMUM DENSITY, M—6 Curb

@ 95% REL. COMPACTION FOR A DEPTH OF 0.75 FT, CONCRETE 6?:5%22%460%;{/{1;
UNLESS SPECIFIED OTHERWISE ON PROJECT PLANS. ) oy D552 CEAE
(4) ALL EXPOSED CORNERS ON CURB AND GUTTER T0 BE
ROUNDED WITH A 1,/2" RADIUS,

@ CONTRACTION JOINTS 1-1/2" IN DEPTH SHALL BE PROVIDED
AT INTERVALS NOT TO EXCEED 10 FEET.

@ EXPANSION JOINTS (1/2") SHALL BE PLACED AT FACH BCR AND ECR,
SIDES OF STRUCTURES, DRIVEWAYS, AND OTHER LOCATIONS AS DIRECIED BY
THE CITY. EXPANSION JOINTS SHALL BE PLACED AT 20° INTERVALS.

CITY OF SOLVANG - STANDARD DETAILS | !SSue2: 11-24-2009

REVISED:
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CONCRETE: 0.0456 C.Y./L.F.

1.2310 C.F./LF.
1 C.Y = 21.93 LF. OF CURB

NOTES:

(1) CONCRETE TO BE CLASS

@ 0.35 FT MIN. CLASS 2 AGG. BASE COMPACTED
70 NOT LESS THAN 95% MAXIMUM DENSITY.

@ 95% REL. COMPACTION FOR A DEPTH OF 0.75 FT,
UNLESS SPECIFIED OTHERWISE ON PROJECT PLANS.

(4) ALL EXPOSED CORNERS ON CURB AND GUTTER TO BE
ROUNDED WITH A 1/2" RADIUS.

(5) CONTRACTION JOINTS 1-1/2" IN DEPTH SHALL BE PROVIDED
AT INTERVALS NOT TO EXCEED 10 FEET.

@ EXPANSION JOINTS (1/2") SHALL BE PLACED AT EACH BCR AND £CR,
SIDES OF STRUCTURES, DRIVEWAYS, AND OTHER LOCATIONS AS DIRECTED BY
THE CITY. EXPANSION JOINTS SHALL BE PLACED AT 20" INTERVALS.

CITY OF SOLVANG - STANDARD DETAILS | SV 1220

REVISED: 6-19-2008
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ALL NEW SIDEWALK, CURE AND GUTTER SHALL BE CLASS
CONCRETE. SEE STANDARD DETAIL #302 FOR GUTTER DETAILS.

WHEN EXTRUDED CURB 1S PLACED, THE EXTRUDING MACHINE MUST BE
CAPABLE OF PLACING CONCRETE IN ACCORDANCE WITH THE CALTRANS

STANDARD SPECIFICATIONS.

0.50° OF NATIVE SOIL SHALL BE COMPACTED TO 95% DENSITY
UNDER ALL SIDEWALKS, CURB AND GUTTER. A MINIMUM OF 0.35
OF CLASS 2 AGGREGATE BASE WiLL BE REQUIRED UNDER THE SIDE—
WALK, CURB AND GUTTER, AND COMPACTED TO NOT LESS THAN

95% MAXIMUM DENSITY.

THE WIDTH OF THE SIDEWALK SHALL BE 5 FEET FOR RESIDENTIAL AREAS
AND 10 FEET FOR COMMERCIAL AREAS UNLESS OTHERWISE DIRECTED BY

THE CITY.

THE HINGE POINT IN CUT OR FILL SHALL BE A MINIMUM OFf 3’ FROM
THE EDGE OF WALK.

CONTRACTION JOINTS 1—1/2" IN DEPTH SHALL BE PROVIDED AT
INTERVALS NOT TO EXCEED 10.

CITY OF SOLVANG - STANDARD DETAILS | Bove2: 12020
REVISED: 5-23-2008

DRAWING NUMBER
CURB & SIDEWALK

APPROVED BY DIRECTOR ) DO NOT SCALE 10F 2
OF PUBLIC WORKS DRAWING

U LS


franks
Rectangle

franks
Typewritten Text
560-C-3250


/.

10.

77.

12,

13

74.

EXPANSION JOINT MATERIAL, 1/2" MAXIMUM IN THICKNESS AND
PREMOLDED TO THE SECTION OF THE CURB—GUTTER, AND SIDEWALK,
SHALL CONFORM TO THE SPECIFICATIONS OF ASTM DESIGNA TION.
D1715. THE JOINT MATERIAL SHALL BE PLACED AT THE BEGINNING
AND END OF EACH CURVE, ON EACH SIDE OF STRUCTURES, AT DROP
CURB MUL TIDWELLING AND COMMERCIAL DRIVEWAYS AND AT OTHER
LOCATIONS AS DIRECTED BY THE DIRECTOR OF PUBLIC WORKS. IN
EXPANSIVE SOIL CONDITIONS, EXPANSION JOINT MATERIAL, AS
SPECIFIED ABOVE, SHALL BE PLACED AT INTERVALS NOT TO EXCEED
20 FEET

1/4" TOOLED JOINT AT THE BACK OF THE CURE SHALL BE PROVIDED.

ALl DELETERIOUS MATERIAL, INCLUDING SAND AND MUD, SHALL BE
ENTIRELY REMOVED FROM THE BACKSIDE OF THE CURB PRIOR T0
THE PLACING OF CONCRETE IN THE SIDEWALK.

SIDEWALKS SHALL HAVE A MINIMUM THICKNESS OF 0.33"

THE CONTRACTOR SHALL EXERCISE CAUTION AND PROTECT AND
PRESERVE EXISTING PERMANENT SURVEY MONUMENTS. ALL SURVEY
MONUMENTS DISTURBED SHALL BE REPLACED AND/OR REHABILITATED
IN ACCORDANCE WITH STANDARDS BY A PROFESSIONAL LAND
SURVEYOR. ‘

UTILITY BOXES PLACED IN THE SIDEWALK SHALL BE PLACED
ADJACENT 1O CURB.

ALl SURFACES SHALL HAVE A SMOOTH TROWELLED SURFACE WITH A BROOMED
FINISH TRANSVERSE TO THE DIRECTION OF TRAVEL.

SIDEWALK MAY REQUIRE THE INSTALLATION OF A FLAGPOLE HOLE PER
STANDARD DETAIL #315 AS DIRECTED BY PUBLIC WORKS DIRECTOR.

issueD: 11-24-2003
REVISED: 5-27-2008

CITY OF SOLVANG - STANDARD DETAILS
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VARIES

6" CONCRETE CURS
\ BRICK BORDER
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MAY REQUIRE FLAGPOLE HOLE L

SEE DETAIL #315

FILL JOINTS W/#30 SILICA SAND
BORDER BRICK . " "
ON FELT 2"x 4"x 8" BRICK
BORDER BRICK THIN
EXISTING - VARIES SET ON CONCRETE
‘: "I I ..'I I ‘l\l.l
A

CURB & GUTTER ; g

- L

OR CURB ONLY ST
A

— /\/ IS
—_— SR NG
/\4\'
COMPACT SUBGRADE 4" P.C.C. W/TROWEL FINISH

T0 90% RELATIVE DENSITY EXP. JOINTS @ 20" INTERVALS
£ SECTION A—A

40lb. ROOFING FELT

NOTES:

1. [SEE PUBLIC WORKS DEPTARTMENT FOR |

2. ALL BRICKS TO BE SEALED AFTER INSTALLATION WITH CONSOLIDECK
SALTGUARD(C) PRODUCED BY PROSOCO,INC. OR APPROVED EQUAL.

3 THIS DETAIL SHALL ONLY BE AUTHORIZED BY SPECIAL APPROVAL
OF THE PUBLIC WORKS DEPARTMENT. SOLVANG STANDARD DETAIL #310
IS STRONGLY RECOMMENDED FOR BRICK SIDEWALKS.

CITY OF SOLVANG - STANDARD DETAILS | Bove T2

REVISED: 5-28-2008
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SEE PLANS
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FLAGPOLE HOLE
MAY BE REQUIRED
PER DETAIL #315
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BORDER
BRICK
PLAN
SEAL BRICK WITH CONSOLIDECK .
SALTGUARD (C) PRODUCED BY MORTARED OR GROUTED JOINTS, TOOLED
11/4"x 3 5/8"x 7 1/2" FLAGPOLE HOLE
3 KA
IEBIE)DRDBERRl’CBRICr\:(D BORDER BRICK
/ )
2 '. .‘ i / R CURB AND GUTTER
l, 9 ) .I. .v- . v [
1 . = o e .‘;- e
X\ |a l ‘ ¢ e .9_1 L ‘17_: ’.;.p
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4 P.C.C. SUBSLAB EXPANSION JOINTS
@ 20" INTERVALS
COMPACT SUBGRADE TO 90%
RELATIVE DENSITY
SECTION

1. BRICKS TO BE PACIFIC CLAY BRICK PRODUCTS, CALIFORNIA PAVER
NO. 758, SUNSET RED; PACIFIC CLAY (9089) 674 — 2151.
USE PAVER NO. 712 IN TRAFFIC AREAS.

1SSUED: 11-24-2003
REVISED: 5-28-2008

CITY OF SOLVANG - STANDARD DETAILS
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SECTION A—A

1. A MINMUM THICKNESS OF 8" CLASS CONCRETE SHALL BE USED.

2 IF DRIVEWAY SURFACING IS CONCRETE. 1/2" MAXIMUM WIDTH
EXPANSION JOINT MATERIAL SHALL BE PLACED AT THE BACK OF

THE SIDEWALK.
3 1/2" MAXIMUM WIDTH EXPANSION JOINT MATERIAL.
4 THIS DETAIL 1S TO BE USED FOR DRIVEWAYS THAT SERVE 4 OR MORE RESIDENCES.

1SSUED: 11-24-2003
REVISED:

CITY OF SOLVANG - STANDARD DETAILS
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A 1-1/2" DEEP CONTRACTION JOINT SHALL BE FPROVIDED AT THE
CENTERLINE OF THE DRIVEWAY.

5 075 NATIVE MATERIAL SHALL BE COMPACTED TO 95% MAXIMUM DENSITY.

6. WHERE DRIVEWAY WINGS, SIDEWALKS, APRONS, CURBS AND GUTTERS ARE
NOT POURED MONOLITHICALLY AS SHOWN, DOWELLING WILL BE REQUIRED
AS SPECIFIED IN NOTE 7 BELOW.

7 WHEN UTILIZING EXISTING CURB OPENINGS, 1/2" x 2° STEEL DOWELS
AT 4°' CENTER TO CENTER SHALL BE PROVIDED.

8 WHEN DRIVEWAY IS WITHIN THE "VILLAGE" AREA, COLORED CONCRETE SHALL BE
USED.  THE MIX FOR ONE CUBIC YARD (1 C.Y.) SHALL BE:

Portland Cement 564 Ibs. (6.0 sacks)
¢ R Sond 1,381 /lbs.

3/4" H M Rock 1,569 Ibs.

Water 40 gallons
Scofield C—23 14 Jbs.

Davis 160 8 /lbs.
(STM-3601)

9 SCORING SHALL CONFORM TO CALTRANS STANDARDS.

10, THE DRIVEWAY APRON DEPTH (FRONT TO BACK) SHALL BE 9'-6"

11. A 1/2" HIGH GUTTER LIP AS SHOWN.

12 DRIVEWAY OPENING WIDTH SHALL BE 12° MIN. AND 34 " MAX. ALL PROPOSED
COMMERCIAL DRIVEWAYS EXCEEDING THE MAXIMUM WIDTH MUST BE APPROVED
BY THE PUBLIC WORKS DIRECTOR.

13 CLEAR CURING SEAL (WITH RED PIGMENT) SHALL BE APPLIED TO ALL EXPOSED
SURFACES IMMEDIATELY AFTER FINISHING.

CITY OF SOLVANG - STANDARD DETAILS | B 1 e

REVISED: 5-23-2008
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PLAN VIEW
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SECTION A—A
1. A THICKNESS OF 6" CLASS CONCRETE SHALL BE USED, UNLESS

DRIVEWAY SERVES FOUR OR MORE RESIDENCES, IN WHICH CASE A THICKNESS
OF 8" SHALL BE USED.

2 WHEN DRIVEWAY SURFACING IS CONCRETE, A 1/2" MAXIMUM EXPANSION
JOINT MATERIAL AT THE BACK OF SIDEWALK SHALL BE PROVIDED. WHEN
DRIVEWAY SURFACING 1S ASPHALT CONCRETE, A MINIMUM OF 0.20" A.C.

AND 0.50° CLASS 2 AGOREGATE BASE COMPACTED TO NOT LESS THAN
95% MAXIMUM DENSITY SHALL BE PROVIDED.

3 1/2" MAXIMUM WIDTH EXPANSION JOINT MATERIAL.

CITY OF SOLVANG - STANDARD DETAILS | S0 1 e

REVISED: 5-23-2008
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4 A 1-1/2" DEEP CONTRACTION JOINT SHALL BE PROVIDED AT THE
CENTERLINE OF THE DRIVEWAY.

5 0.75' NATIVE MATERIAL SHALL BE COMPACTED TO 95% MAXIMUM DENSITY.

6 WHERE DRIVEWAY WINGS, SIDEWALKS, APRONS, CURBS AND GUTIERS ARE
NOT POURED MONOLITHICALLY AS SHOWN, DOWELLING WILL BE REQUIRED
AS SPECIFIED BY THE CITY.

7 WHEN UTILIZING EXISTING CURB OPENINGS, 1/2" x 2° STEEL DOWELS
AT 4° CENTER TO CENTER SHALL BE PROVIDED.

8 THE DEPTH (FRONT TO BACK) OF THE DRIVEWAY APRON SHALL BE 4'-6"

9 DRIVEWAY OPENING WIDTH SHALL BE 10" MINIMUM AND 20° MAXIMUM.  DRIVEWAY
EXCEEDING THE MAXIMUM WIDTH MUST BE APPROVED BY THE PUBLIC WORKS
DIRECTOR.

10 A 172" GUTTER LIP SHALL BE PROVIDED.

11 ALL SURFACES SHALL HAVE A SMOOTH TROWELLED SURFACE WITH A BROOMED
FINISH TRANSVERSE TO THE DIRECTION OF TRAVEL.

CITY OF SOLVANG - STANDARD DETAILS | v 12

REVISED: 5-23-2008
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, 10" MIN
20" MAX

~—— 5 MIN

5 MIN | 5" MIN |

10" MIN
20" MAX

// |

AR

BACK OF WALK

\_ DRIVEWAY SHALL BE
CONCRETE TO PROPERTY LINE

SINGLE FAMILY RESIDENCE

THIS STANDARD APPLIES TO SINGLE FAMILY RESIDENTIAL ACCESSES ON LOCAL STREETS.

~—— 25" MIN

v““f/ |

12" MIN
34' MAX

5 MIN | 5" MIN |

i

12" MIN
34" MAX

R

BACK OF WALK

\_ DRIVEWAY SHALL BE

CONCRETE TO

NON—SINGLE FAMILY RESIDENCE

THIS STANDARD APPLIES TO ALL TYPES OF ACCESSES
EXCEPT SINGLE FAMILY RESIDENTIAL ACCESSES ON LOCAL STREETS.

PROPERTY LINE

CITY OF SOLVANG - STANDARD DETAILS
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10% MAX.
R/W AT CURB.
oW
SIDEWALK

|

ECR

CASE A

NOT TO SCALE

Accessible ramps shall be constructed in accordance with current Coltrans spec.
A88A and ADA Section 4.29 of 28 CFR Part 36.

“rase A" shall be used at intersection curb returns os a standard, where field
conditions meel the requirements.

Other "Cases” shall be selected, when field conditions do not meet the requirements
requirements for "Case A" See Caltrans spec. A8BA 2006 for variations.

CITY OF SOLVANG - STANDARD DETAILS | 150 12

REVISED: 5-27-2008

DRAWING NUMBER
ACCESS RAMP (CASE A)

r 311

APPROVED BY DIRECTOR K«L&L ) DO NOT SCALE 10F 2
M
N

OF PUBLIC WORKS DRAWING

F.

U




FLUSH WITH GUTTER

R/W

TOP OF RAMP

TRUNCATED DOMES PER ADA
SECTION 4.28 OF 28 CFR PART 36

SECTION A—A

\;2" SIDEWALK BORDER GROOVES
14" x 1/4" @ 3/4" CIRS.

CITY OF SOLVANG - STANDARD DETAILS
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3’ Min,

1/4” x 1/4" GROOVES AT 3747 CENTERS‘J k_
1 1/2" DEEP CONTRACTION JOINT

PLAN VIEW

1/4” x 1/4" GROOVES AT 3/4" CENTERS

CURE FACE
R v FLUSH WITH GUTTER
ELEVATION VIEW
SECTION A—A
NOTES:

1. Ramp shall be constructed of 560—C—3250 concrete not less than 4" thick in
sidewalk areas ond 67 thick in other locations.

2 47 of sand bedding shall be placed, leveled ond dampened and compacted to
95% prior to plocing concrete.

3 Accessable romps shall be constructed in accordance with current Caltrons spec. A88A
and ADA Section 4.29 of 28 CFR Part 36

CITY OF SOLVANG - STANDARD DETAILS | B0 1
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PLAN _VIEW

CURB FACE

FLUSH #IH GUTIER

ELEVATION VIEW

NOTES:
. Ramp shall be constructed of 560~C—3250 concrete not less than 4" thick in
sidewalk oreas and 6" thick in other locations.

4" of sond bedding shall be ploced, leveled and dampened and compacted to
95% prior to placing concrele.

Accessable romps shall be constructed in accordance with current Caltrans spec. A88A
ond ADA Section 4.29 of 28 CFR Port 36

CITY OF SOLVANG - STANDARD DETAILS | U0 1202
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44 RE—~BAR ASPHALTIC CONCRETE

4

P.CC. R=1/2" (2X) COMPACTED BASE
SECTION VIEW

DETAIL NOTES

. THIS DETAIL SHALL BE USED FOR ALL NEW CONSTRUCTION.

. THE 2—#4 BARS SHALL BE PLACED LONGITUDINALLY AS SHOWN IN SECTION VIEW. LONGITUDINAL REINFORCING
IS TO PASS THROUGH THE EXPANSION JOINTS. ALL LONGITUDINAL STEEL SHALL BE EXTENDED TO WITHIN 8"
OF THE GUTTER.

. 1/2" MAXIMUM EXPANSION JOINT MATERIAL SHALL BE PLACED AT 20 FOOT INTERVALS,
. THE LONGITUDINAL GUTTER SHALL HAVE A MINIMUM THICKNESS OF 6" CLASS [560-C- CONCRETE.

. A MINIMUM OF 0.35' OF CLASS 2 AGOREGATE BASE COMPACTED TO NOT LESS THAN 95% RELATIVE DENSITY
SHALL BE PLACED UNDER THE LONGITUBINAL GUTTER.

. 0.75 OF NATIVE MATERIAL SHALL BE COMPACTED TO 95% RELATIVE DENSITY AS REQUIRED BY THE ROADWAY
SECTION. IN EXPANSION SOIL CONDITIONS, AN ADDITIONAL MINIMUM OF 0.35' OF CLASS 2 AGGREGATE BASE

COMPACTED TO 95% RELATIVE DENSITY WILL BE REQUIRED.

. FINISH SHALL BE STEEL FLOAT ON GUTTER AND STEEL TROWEL AT FLOW LINES.

CITY OF SOLVANG - STANDARD DETAILS | IS2V%0: 10:26:2004

REVISED:
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CONCRETE OR BRICK PER STANDARD
DETAILS 306, 309, 310

MAY USE CAP

CONCRETE OR BRICK PER STANDARD
DETAILS 306, 309, 310

1 1/2" NPT BRASS PLUG
1 1/2" NPT BRASS COUPLING
1 1/2"% 12" NPT GALV. NIPPLE

CONCRETE (3 SACK MIN)

CITY OF SOLVANG - STANDARD DETAILS
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